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S.No. | Properties ;eesrtl\'lvlli::l:oLdDAs Unit :z:ciﬁed val- zgsiﬂ‘:?a:lﬁ:de
3:2005
1 Classification VGS .028
2 Thickness Tolerance MM +0.12 Complies
3 Appearance 3.1 ::f:c,?; &c Complies
4 Light Resistance 33 Rating (Min) Slight Effect Slight Effect
Clean ability 34 Rating (Max) 20 12
5 Stain 1-10 Rating (Min) No Effect No Effect
Stain 11-15 Rating (Min) Moderate Effect | Slight Effect
6 Boiling Water Resistance 35 Rating (Min) No Effect No Effect
7 Il;iégsgik;;l'aer:rcweperature 36 Rating(Min) Slight Effect Slight Effect
8 Scratch Resistance 3.7 Rating (Min) 2 2
9 ?S:L':ﬁ:i;th':)esma”ce 38 MM (Min) 500 1500
Dimensional Change 3.11
10 Machine direction % (Max) 0.7 0.21
Cross direction % (Max) 1.2 0.48
Room Temperature 312
Dimensional Stability
1 Machine direction % (Max) 0.6 0.2
Cross direction % (Max) 1.1 0.41
12 Wear Resistance 3.13 Cycles (Min) 400 1000+
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