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PU - Packaging unit

Dynapro 16, Heavy Duty and Extended Length Slide
Integrated Soft-close with optional 4-dimensional adjustment for 5/8"(16mm) drawer material

Dynapro 16 Full Extension Slide, 132 lb (60 kg) and 110 lb (50 kg)

Front Locking Devices and Adjustment Adapters

Drawer Length Nominal Length Min Installation Depth Item No. PU

457 (18") 475 (18 11/16") 479 (18 27/32") F130135008204 5

533 (21") 551 (21 11/16") 555 (21 27/32") F130135009204 5

610 (24") 628 (24 23/32") 632 (24 7/8") F130135010204 5

686 (27")* 704 (27 23/32") 708 (27 7/8") F130135011203 4

762 (30")* 780 (24 23/32") 784 (30 7/8") F130135012203 4

*Extended lengths, 110 lb (50 kg)

Note: Heavy duty and extended length slides can be blocked out for face frame application.
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•	 �Face frame or frameless applications from 1/2" (12.7mm)  
up to 5/8" (16mm) drawer material

•	 Full extension with a synchronized mechanism
•	 Soft-close liquid damping system
•	 �Self-latching front locking devices have comfortable release 

levers for drawer removal and installation
•	 Height adjustment +3.5mm
•	 Side adjustment ±1.5mm
•	 Tilt adjustment +4.0mm
•	 Depth adjustment +4.5mm (optional)
•	 132 lb load rating (60 kg) heavy duty
•	 110 lb load rating (50 kg) extended length

Description Adjustments Item No. PU

(Must order separately)

Front locking device, left height, side F134125000633 200

Front locking device, right height, side F134125001633 200

Front locking device, set height, side F134101400104 5

Depth adjustment for drawer front, left and right, set F134101002104 5

Tilt adjustment adapter, left F134125002233 200

Tilt adjustment adapter, right F134125003233 200

Front locking device and adjustment adapter set F134125074517 1

Set Includes: Front locking device set and tilt adjustment adapter set
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Subject to technical modifications without notice
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Setback

All dimensions in millimeters.

Drawer Measurements	 Drawer	 Inset Roll-out Drawer

Front Locking Device Installation	 Drawer Installation Dimensions	 Mounting Position for Front Cabinet Profile

Tilt Adjustment Adapter Installation		  Cabinet Boring Specifications

 
*110 lb dynamic load and 125 lb static load for extended lengths.
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DL = drawer length

ICW = inside cabinet width

IDW = inside drawer width

NL = nominal length

X = minimum installation depth

Pre-drilling recommended Ø2.5mm (3/32"). 

Note: The recommendations for screw 

placement are guidelines only. Installers need 

to ensure that the cabinet wall is adequate.
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