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STEP 1

STEP 2

STEP 3

�ŌĞƌ�ƌĞŵŽǀ ŝŶŐ�ƚŚĞ�ƐŝŶŬ�ĨƌŽŵ�ŝƚƐ�ďŽǆ͕�ŝŶƐƉĞĐƚ�ĐůŽƐĞůǇ�

for damage. Check both the rim and the corners of

the bowls for any shipping damage. If the sink is

damaged, call your Karran distributor immediately.

D ĂƌŬ�ƚŚĞ�ƐŝŶŬ�ĐĞŶƚĞƌ�ůŝŶĞ�ŽŶ�ƚŚĞ�ƉĂƌƟĐůĞďŽĂƌĚ������

substrate of your countertop. Next mark a line 2” to

2-1/2” back from the front edge of your countertop.

Locate the sink upside down on the substrate with

the front outer edge of the sink on the line and

centered on the sink centerline marked on the coun-

tertop.

�ůǁ ĂǇƐ�ƚĂŬĞ�ŝŶƚŽ�ĐŽŶƐŝĚĞƌĂƟŽŶ�ƚŚĞ�ƐƉĞĐŝĮ Đ�ĐŝƌĐƵŵͲ

ƐƚĂŶĐĞƐ�ŽĨ�ĞĂĐŚ�ŝŶƐƚĂůůĂƟŽŶ�ƌĞůĂƟŶŐ�ƚŽ�ĐĂďŝŶĞƚ�ĂŶĚ�

plumbing placement.

Trace the outline of the sink onto the substrate. Hold

ǇŽƵƌ�ƉĞŶĐŝů�ǀ ĞƌƟĐĂůůǇ�ƐŽ�ƚŚĂƚ�ƚŚĞ�ĐƵƚŽƵƚ�ůŝŶĞ�ŝƐ�Žī ƐĞƚ�

by about 1/8”.



Use a jigsaw and make your sink cutout. Cut on the

line.

If you have a pre-made template, you may use this

ĂůŽŶŐ�ǁ ŝƚŚ�Ă�ƌŽƵƚĞƌ�ĂŶĚ�ƚŚĞ�ĂƉƉƌŽƉƌŝĂƚĞ�ƉĂƩ ĞƌŶ�ďŝƚ͘ �

Lay your laminate over the substrate, which has

been cut to size with your standard overhang around

the perimeter. Trace the sink cutout onto the back of

the laminate.

This is done so that when you spray your contact

adhesive in Step 11, you can cover this marked area

with the sink cutout to prevent contact adhesive

being sprayed on this area.

Flip countertop over then screw in or glue and staple

wood support strips to the underside of the opening.

Make sure they overlap the edge of the cutout by

1/2”. Flip the countertop over.

STEP 4

STEP 5

STEP 6



STEP 7

STEP 8

STEP 9

Using a straight edge or square, check the height of

the sink rim. It must not be lower than the substrate.

dĂŬĞ�ǇŽƵƌ�ƟŵĞ�ƚŽ�ŵĂŬĞ�ƐƵƌĞ�ƚŚĞ�ƐŝŶŬ�ŝƐ�ůĞǀ Ğů�ǁ ŝƚŚ�ƚŚĞ�

substrate or slightly higher than the substrate. You

ĐĂŶ�ƉůĂĐĞ�ƚŚŝŶ�ƐƚƌŝƉƐ�ŽĨ�ǀ ĞƌƟĐĂů�ŐƌĂĚĞ�ůĂŵŝŶĂƚĞ�ďĞͲ

tween support board and underside of sink rim to

raise the rim ǁ ŚĞƌĞ�ŶĞĞĚĞĚ͘ ��ůƚĞƌŶĂƟǀ ĞůǇ�ƵƐĞ�ƐĐƌĞǁ Ɛ�

ƚŚƌŽƵŐŚ�ƚŚĞ�ƐƵƉƉŽƌƚ�ďŽĂƌĚƐ�ĂŶĚ�ƟŐŚƚĞŶ�ĂƐ�ŶĞĞĚ�ƚŽ�

adjust sink height.

Fill the gap between the sink rim and the substrate

with Bondo. Make sure your sink remains centered in

the cutout when applying the Bondo. Allow to cure

ƵŶƟů�ŚĂƌĚ͕ �ĂďŽƵƚ�ϭϱ�ŵŝŶƵƚĞƐ͘ �

�Ğůƚ�ƐĂŶĚ�ƚŚĞ�ƌŝŵ�ŽĨ�ƚŚĞ�ƐŝŶŬ�ĂŶĚ�ƚŚĞ��ŽŶĚŽ�ƵŶƟů�ŝƚ�ŝƐ�

all level and flush. Use a coarse grit sandpaper like a 

50 grit.



STEP 10

STEP 11

STEP 12

�ŚĞĐŬ�ĨŽƌ�ůĞǀ Ğů�;ůŽǁ �Žƌ�ŚŝŐŚ�ƐƉŽƚƐͿ�ĂŌĞƌ�ƐĂŶĚŝŶŐ�ŚĂƐ�

been completed. Make sure the inside wall of stain-

less steel sink is not raised. Ensuring a flat and level 

substrate and sink is important for a quality installa-

ƟŽŶ͘

Place the sink cutout over the marked area on the

back of the laminate. This protects the area where

ƚŚĞ�ƐŝŶŬ�ǁ ŝůů�ĂƩ ĂĐŚ�ĨƌŽŵ�ĐŽŶƚĂĐƚ�ĂĚŚĞƐŝǀ Ğ͘ �̂ ƉƌĂǇ�ĐŽŶͲ

tact adhesive onto the back of the laminate.

Place the sink cutout over the sink. Spray substrate

with contact adhesive.



STEP 13

STEP 14

STEP 15

Wipe the sink rim thoroughly with denatured alcohol

and a clean white rag.

Prepare a tube of Karran Solid Surface Seam Adhe-

Ɛŝǀ Ğ͘�WƵƌŐĞ�ƚƵďĞ�ďĞĨŽƌĞ�ĂƉƉůǇŝŶŐ�ƟƉ�ĂŶĚ�ƐƋƵĞĞǌĞ�ŽŶĞ�

ĨƵůů�ƟƉ�ŽĨ�ĂĚŚĞƐŝǀ Ğ�ŝŶƚŽ�Ă�ŐĂƌďĂŐĞ�ĐĂŶ�ƉƌŝŽƌ�ƚŽ�ďĞŐŝŶͲ

ŶŝŶŐ�ĂƉƉůŝĐĂƟŽŶ�ŽŶƚŽ�ƚŚĞ�ƐŝŶŬ͘��ƉƉůǇ�ƐŽůŝĚ�ƐƵƌĨĂĐĞ�

seam adhesive. The bead should be applied close to

the inner front edge of the sink, and should be 1/4”

to 3/8” in width.

Karran Brown adhesive is recommended on all Edge

sinks.

Apply the laminate to the substrate.



STEP 16

STEP 17

STEP 18

Roll the laminate with a J-roller.

Place one or two pieces of substrate over the sink

area while the seam adhesive dries, about 30

minutes.

Trimming the laminate back to the bowl wall should

be done with our Karran 10° Bevel Bit with oversized

bearing (bearing 1/8” oversized). Start with the rout-

er bit set high in the router (bearing running just

below the laminate). Make a pass then adjust the bit

slightly lower and make another pass around the

ƉĞƌŝŵĞƚĞƌ�ŽĨ�ƚŚĞ�ďŽǁ ů͘�ZĞƉĞĂƚ�ƚŚŝƐ�ƉƌŽĐĞƐƐ�ƵŶƟů�ƚŚĞ�

ƌŽƵƚĞƌ�ďŝƚ�ŝƐ�ĐƵƫ ŶŐ�ĂƐ�ĐůŽƐĞ�ƚŽ�ƚŚĞ�ďŽǁ ů�ǁ Ăůů�ĂƐ�ƉŽƐƐŝͲ

ble without touching it.



STEP 19

STEP 20

STEP 21

Removal of the last remaining overhang of laminate

and seaming adhesive may be accomplished by hand

filing. Use an assortment of files including flat, round 

or half moon files to hand file the edge of the lami-

ŶĂƚĞ�ƵŶƟů�ŝƚ�ŝƐ�ŇƵƐŚ�ƚŽ�ƚŚĞ�ďŽǁ ů�ǁ Ăůů͘�

Final touch up of the laminate edge can be accom-

plished with a fine grit sandpaper (180/220 grit). This 

also assists in removing scuffs and scratches that 

may have occurred during the filing stage.  

Remember when using abrasives on the sink to

always sand with the grain lines, never against the

grain lines. When removing deeper scratches, always

start with a coarser grit sandpaper then move to a

finer grit sandpaper.  

A non-woven flap wheel available from Karran works 

well for final buffing and finishing. Keep the flap 

wheel level as you go around the perimeter of the

sink. Do not move up and down.



STEP 22

STEP 23

STEP 24

Polishing paste available from Karran along with a

maroon 3M Scotch-Brite pad polishes and finishes 

the sink wall if needed.

TOOLING LIST

 Tape measure

 Pencil

 Straight edge or square

 Jig saw

 Wood glue

 Staple gun

 1-1/4” staples

 Bondo

 Bondo applicator pad

 Belt sander

 50 grit sanding belts

 Denatured alcohol

 Clean rags

 10:1 Seam adhesive applicator gun

 �ƌŽǁ Ŷ�ƐŽůŝĚ�ƐƵƌĨĂĐĞ�ƐĞĂŵŝŶŐ�ĂĚŚĞƐŝǀ Ğ�ǁ ŝƚŚ��ŵŝǆŝŶŐ�ƟƉ

 J-roller

 Adjustable plunge router

 Karran 10° bevel bit with oversized bearing

 Files

 Sandpaper - 180 to 220 grit

 3M Scotch-Brite pad

 Polishing paste

�ŌĞƌ�ĚƌŝůůŝŶŐ�ϭ-1/2” faucet holes, place a bead of sili-

cone around the wall of the Faucet Hole Seal Rings

and slide into the faucet holes. This will ensure your

ƉĂƌƟĐůĞďŽĂƌĚ�ŝƐ�ĐŽŵƉůĞƚĞůǇ�ƐĞĂůĞĚ�ĨƌŽŵ�ƉŽƐƐŝďůĞ��

ǁ ĂƚĞƌ�ƉĞŶĞƚƌĂƟŽŶ�ƐŚŽƵůĚ�ƚŚĞ�ĨĂƵĐĞƚ�ůĞĂŬ͘

STEP 23


